
PIPE LENGTH

INCREASING PIPE DIA.
SUPPLIED PIPES WITHOUT
MAX. LENGTH OF YARD

GEAR ROOM OR SIMILAR
 LOCATED BY YARD (STEERING 
HYDRAULIC POWERPACK TO BE

RECOMMENDED).

     a
a

Control valve to
be located by yard.
Suggest 1100mm
from deck

SECTION THROUGH SKIDWAY

FOOTPRINTS ON DECK

 HD-21 MKII Davit for GES-21 MKI Free Fall Lifeboat

NOTES:
1,  Access platforms,handrails,doubler plates etc.:Yard
supply.
2,  Location of hydraulic power unit to be decided by
yard.(Under-deck installation IP55).
3,  Hydraulic piping between hydraulic power unit and
davit to be yard supply.
4,  All electric wiring by yard.
5,  All field welds to be performed acc. to approved WPS.
( Yard responsible)
     All field welding is subject to class approval prior to
start welding.
6,  All field welds shown       to be welded by yard during
installation.

Forces in Deck(Point Load Each Side):
Horizontal Vertical Horizontal Moment
Force X Force Y Force Z MOM X MOM Y MOM Z

F1 61/-72 76 1/-22 4/-36 9/-8 7/-8
F2 81/-73 45/-23 13/-31 7/-4 -12 15/-27

Reaction forces:
Reaction forces as joint loads side, marked with nodes on
deck interface.
For orientation of forces see legend with marked XYZ vectors.
All forces are point loads, nominal forces without any factors.

SUPPORT PRINTS IN BULKHEAD
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RHS 250x8

Safe working load (SWL) 6300 Kg
Hoisting speed 5 m/min
Lowering speed 5 m/min
Total davit weight Approx. 5000 Kg
Design specification 20° list / 10° trim

Primary means of launching
Free fall 20° list,10° trim
simultanously

Max.inst.height 20 m

OVERALL LENGTH
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HD-21 MKII FOR GES-21 MKI

0G-504430

1:80 A3GA

N/A

CENI GACA WAGU 22.10.2021

31
80

±4

15
90

±2
15

90
±2

56
00

6724

6924

B-B ( 1:80 )

13
40

±2
13

40
±226

80
±4

B B

A-A ( 1:80 )

2410±4

3180

C

C

C-C ( 1:80 )

1340 1340

73°

6
(Typ.)

6 6

400


