
Technical information

LIFERAFTS
 AND CONTAINERS



Liferafts and containers by VIKING
VIKING liferafts are found all over the globe - from the arctic to the tropics

A full range of throw-overboard  
and davit-launched liferafts 
 
VIKING’s liferafts are available in a standard version 
and a top of the line automatically self-righting 
version. The proven self-righting liferafts ensure that 
no matter how the liferaft lands in the water it will 
always inflate rightside up, ready for boarding. 

Liferafts can be equipped with a hydrostatic release 
unit to ensure that it inflates automatically if it has 
not been released manually. 

Liferafts are subjected to rough sea trials, wind 
velocity tests at forces of 30 metres per second and 
deployment at extremely low temperatures. Self-
righting liferafts are also tested for automatic self-
righting capabilities.

Ready for installation 

Liferafts can be delivered with optional galvanized 
deck cradles and lashings. A full set can be delivered 
with the liferaft mounted in the cradle including 
the hydrostatic release unit ready to be installed on 
the vessel. We also offer assistance with installation 
tests for davit-launched liferafts. Contact your local 
VIKING office for more  information.

Standard features

n	 Equipped with emergency packs and liferaft  
equipment according to SOLAS and flag 
requirements. 

n	 Provided with two individual buoyancy 
compartments. Even if one compartment is 
damaged, the other still has sufficient buoyancy to 
carry the specified number of passengers.

n	 Stored in a rigid fibre glass container for durability.

n	 Installed onboard either on cradles, racks, or 
stacked column racks  
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Liferafts and containers by VIKING
VIKING liferafts are found all over the globe - from the arctic to the tropics

Containers by VIKING

Durable and easy to handle VIKING containers are 
designed with several unique features. The special  
VIKING shell overlap design gives a secure watertight  
fit to protect against the elements. 

Unlike many other containers, our rim makes a solid 
easy grip for faster and easier handling - even in wet 
and slippery conditions. The overlap design is easier to 
open and re-seal during servicing.   

We manufacture our own containers and build them to 
last. Ongoing reseach and development for 50 years 
ensures that the containers that we use today are 
among the best on the market. The ribbed design 
adds extra stability to the sturdy fibre glass, making 
our containers approved to withstand a drop of up to 
36 metres, some are even approved for heights of 55 
metres. 
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Davit-launched liferaft, self-righting

LiferaftContainer

Davits for all needs
VIKING provides a wide range of davits for liferafts 
and rescue boats as well as combi davits for both 
purposes. These davits are specially designed for 
durability in a highly corrosive environment.  
All liferafts have an EU steering wheel approval as 
standard, additional certificates from national  
authorities are available upon request.

Optional features 
n	 Pedestals
n	 Release hooks for on and off load
n	 Different colors
n	 Stored power in case of dead ship conditions 
	 (only available for certain models)
n	 Quick return unit for effective repeat launches 
n	 Custom made for increased slewing range
n	 Complete custom made davits according to specifications

25, 39 DKFS, Self-righting liferaft

Approx. size of container in mm Apprx. 
weight kg*

A B C D E F A Pack B Pack

25 DKFS 1465 690 843 800 855 620 225* -

25 DKFS 1420 690 800 760 795 620 - 170

39 DKFS 1550 635 982 890 920 620 330* -

39 DKFS 1465 690 843 800 855 620 - 226*

25 DKFS, Self-righting liferaft

39 DKFS, Self-righting liferaft

* Liferafts weighing over 185 kg. can only be placed in a cradle if 
   permitted by the flag state authority.   
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Throw-overboard liferafts, standard

Throw-overboard liferafts are stored in containers on deck 
and inflate in the water when the painter line is pulled. 

Standard SOLAS liferafts are available for: 
6, 8, 10, 12, 16, 20, 25 and 35 persons. 

Self-righting liferafts are available in the following sizes: 
25, 39, 51, 101 and 151 persons.

Approx. size of raft in mm

A B C D E F

4 DK 1150 210 1670 1670 2020 -

6 DK 1190 234 1683 2323 2033 -

8 DK 1190 247 1846 2706 2196 -

4, 6, 8 DK, Standard liferaft

Approx. size of container in mm
Approx. 
weight 
kg ***

A B C D E F A Pack B Pack

4 DK* 910 330 555 510 490 380 66 52

6 DK* 910 330 555 510 490 380 78 60

4, 6 DK, Standard liferaft

Approx. size of container in mm
Approx. 
weight 
kg ***

A B C D E F A Pack B Pack

4 DK* 869 409 389 326 625 423 62 48

6 DK* 968 512 488 432 664 447 74 56

4, 6 DK, Low profile for standard liferaft

*   Special liferaft for fishing vessels.

** Liferafts weighing over 185 kg. can only be placed in a cradle if 
     permitted by the flag state authority.   

*** Weight of container does not include a cradle

E
A

B
B

C

D

E
A

B
B

C

D

D

F

A

C

E

D

F

A

C

E

D

B

A E

C

F

B

A

CD

E

F

LiferaftContainer

6



Approx. size of raft in mm

A B C D E F

10 DK 1540 275 2638 3070 2988 -

12 DK 1550 289 2882 3328 3232 -

10 and 12 DK, Standard liferaft

Approx. size of raft in mm

A B C D E F

16 DK 1450 313 3342 3342 3692 -

20 DK 1575 334 3686 3686 4036 -

25 DK 1785 352 4076 4076 4426 -

35 DK 2200 390 4420 4950 5390 -

16, 20, 25, 35 DK, Standard liferaft

Approx. size of container in mm
Approx. 
weight  
kg ***

A B C D E F A Pack B Pack

4 DK* 1155 435 615 561 628 520 75 -

6 DK 1155 435 615 561 628 520 70 65

8 DK 1155 435 615 561 628 520 86 70

10 DK 1355 500 630 565 650 550 98 75

12 DK 1355 500 630 565 650 550 109 85

16 DK 1335 500 720 680 700 550 124 97

20 DK 1335 545 713 685 780 620 150 110

25 DK 1385 545 750 735 790 620 172 -

25 DK 1335 545 713 685 780 620 - 122

35 DK 1550 760 947 890 920 750 282** -

35 DK 1465 690 843 800 855 620 - 212**

4, 6, 8, 10, 12, 16, 20, 25, 35 DK

*   Special liferaft for fishing vessels.

** Liferafts weighing over 185 kg. can only be placed in a cradle if 
     permitted by the flag state authority.   

*** Weight does not include a cradle

VIKING patented 
Polar Liferafts 
For safe escape and evacuation in Polar 
regions, VIKING recommends our patented 
Polar liferafts. 

VIKING’s Polar liferaft is specially designed and tested to 
withstand the harsh conditions typical of Polar regions and can 
function at temperatures as low as -50˚C or more. The float free 
function has also been tested at Polar temperatures. 

VIKING Polar liferafts are certified by DNV, TC Canada,
and USCG. Patents include: DK Patent No. 17671681, 
CN Patent No. 101795934B.
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Throw-overboard liferafts, self-righting 

100 DKS, Self-righting liferaft

8
<
9

8
<
9

Throw-overboard liferafts are stored in 
containers on deck and inflate in the 
water when the painter line is pulled. 

150 DKS, Self-righting liferaft 150 DKS, Self-righting liferaft

100 DKS, Self-righting liferaft
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Approx. size of container in mm Approx. 
weight kg

A B C D A Pack B Pack

150 DKS 1980 1200 1210 - 950 -

Approx. size of container in mm Approx. 
weight kg

A B C D A Pack B Pack

100 DKS 1980 1200 1210 - 840 -

100 DKS 2006 1047 1055 - - 540

LiferaftContainer
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