


Contact your local VIKING branch of�ce to hear more.
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VIKING Norsafe Life-Saving Equipment Norway AS
Tybakken 90
4818 Faervik (Arendal)
Tel.: (+47) 37 05 85 00
E-mail: VIKING-Norsafe@VIKING-life.com
VIKING-LIFE.COM

GENERAL

Hook Type		 True off-load hook with on-load capability, SOLAS
Hook capacity		 12725 kg each hook (125 kN)
Hang-off capacity		 6750 kg each hook (integrated in hook)
Boat weight max		 Lifeboat: 25450 kg, FRB: 12725 kg (boat and crew total weight)
Overall dimensions hook	          Length 370 x height 550 x width 200 mm (housing and ball)
Weight hook		 56 kg (housing and ball) excl. standard installation bracket
Weight installation bracket		  40 kg (approx.) for standard installation bracket (length 600 mm)  
Operation temperature		  - 20 ºC to + 45 ºC 
Stowage temperature		  - 30 ºC to + 65 ºC
Connection to davit/fall		  Shackle 13.5 T WLL for hook/ shackle 8.5 T for hang-off
System design 		 Designed and tested according to LSA Code and MSC.81(70)
Approval		 DNV-GL  

OPERATION PANEL

Construction		 Electrical, embedded
Power supply		 10 – 36 V DC (from boat battery)
Tests 		 EMC/temp/vibration/salt mist/IP-class

HYDRAULIC SYSTEM

Hydraulic tank		 3 ltr. tank with �lter, oil level sight glasses, drain plug and �lter.
Operation pressure 		  225 bars (off-load and on-load)
Pump type		 Manual pump
Stored power		 2 x 4 liter hydraulic accumulator
Oil type		 ELF Equivis ZS 15, or equivalent
Pipe and �ttings		 8 and 12 mm stainless steel pipe, and AISI 316 L �ttings according to DIN 2353 / ISO 8434-1 

HYDROSTATIC INTERLOCK		 Electronic sensor with ship approval 

SERVICE		 Annual service		   
		 5-year service		


