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Product description 
 

Lifeboat release hook with: 
  Safe Working Load, SWL = 32 kN  

 

Version I:  without bracket 
Version II:  with standard straight brackets 
Version III:  with standard bended brackets 

 
 

Application/Limitation 
 

 Grades of materials as stated on the drawings shall be delivered with certificates. 
 
 The various components transferring the load like wires, shackles etc. shall comply with 

safety factor of minimum 6 compared to the sustained load. 
 

 Support to hull structure is not included in this examination and shall be evaluated separately.  
 

 The hook system has been evaluated in line with the LSA Code as amended, including IMO Res. 
MSC.320(89) & MSC.321(89). 

 

 
Type Examination documentation 
 

 455001 Ac 455001 House DIB 32 Mach 

 455003 Ac 455003 Cylinder DIB 32- Mach 

 455005 c 455005 Plunger DIB 32 - Mach 

 455006 Ah 455006 Pawl DIB 32 

 455007 b 455007 Pinshaft DIB 32 

 455008 b 455008 Piston DIB 32 

 455009 c 455009 Piston Rod DIB 32 

 455010 18-02-2014 455010 Piston Sleeve DIB 32 ø36,2xø39 L52 

 455011 c 455011 Ball with eye DIB 32 

 455012 c 455012 System DIB 32 Assembly 

   21-02-2014 Funktionsbeskrivelse DIB 32 DNV juni 2013 

   29-04-2013 Hyd_Sys.l_00101 

 455080 21-02-2014 455080 DIB E_schematic 

   2013-07-12 Mathcad - DibLigth DIB 32 

 1040-13-001 20-09-2013 Watersensor Housing 1040-13-001 

  Vegaswing 51 Class approvals sensor 

   Bedia CLS 5x water sensor 

 2015-03-27 General information 

 2015-03-27 Calculation of DIB 32 bracket connection to keel shoe 

 2015-03-27 Calculation of DIB32 hook conections to bracket 

1510-3200-000 0 Agreed bracket plate geometry 

1510-3200-001 0 Br. Plate PARAMETERS of bending 

1510-3200-002 0 Bended Br. Plate e250-e150 TEST 

BBD-1531-

3200-001 

 Bended Installation Brackets DIB32, Stress Analysis Report 
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455048 Aa DIB32 Single Point Solas Hydraulic Diagram 

455049 Aa DIB32 Dual Point Solas Hydraulic Diagram 

    Technical specs - HPU components 

  01.12.2016 Electric HPU DIB 32-75-125 data sheet - 24V version 

  01.12.2016 Electric HPU DIB 32-75-125 data sheet - 12V version 

  01.12.2016 DIB 32-75-125 electrical pump description 

459902 0 DIB 32-75-125 El schematic HPU 

 
 
Tests carried out 
 
Prototype tested in accordance with IMO Resolution MSC.81(70) Part 1. 
 

Original prototype test (Version I) 2014-03-06 DNV GL Fredericia, Denmark 
Additional tests for water sensor (Bedlia CLS) 2015-03-16 DNV GL Fredericia, Denmark 
Additional tests for standard straight bracket 

connection (Version II) 

2015-06-08 DNV GL Fredericia, Denmark 

Additional tests for standard bended bracket 
connection (Version III) 

2015-08-18 DNV GL Fredericia, Denmark 

Additional tests regarding modified pawl 2015-12-14 
2015-12-21 

DNV GL Fredericia, Denmark 

Functional test with electric HPU 2016-12-08 DNV GL Fredericia, Denmark 
 
 

Marking of product 
 

Marking shall be implemented in accordance with the LSA Code, item 1.2.2.9 and the Directive. 
 Type designation, manufacturer name and serial number 
 Maximum Working Load, SWL 

 
 

End of certificate  
 
 
 


