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Davit weight: 

Davit SWL:

Wire diameter:

Max. launching height:

Hoisting speed: 

Lowering speed: 

Approx.  4000 kg 

4000 kg

18 mm

43 m

Min. 18 m/min

Not less than that obtained from 

the formula S=0.4+0.02H, and 

not exceed 1.3m/s.

NRB-40 MKII Rescue Boat Davit
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Reaction forces:

Reaction forces as joint loads each side, marked with nodes 

on deck interface.

For orientation of forces see legend with marked XYZ vectors.

All forces are point loads, nominal forces without any factors.

EL-Remote Control

Starter cabinet

Winch

Boat Supports

(Optional)

Hang-off pendant

Lowering control wire

Within rescue boat

Swing out control wire

Whthin rescue boat

(Davit remote control to be placed by yard.

control system must be located such that

the operator has clear view to the rescue

boat during all movements.)
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Notes:

1. Embarkation platform, ladders etc.:yard supply.

2. All electric wiring by yard.

3. All field welds to be performed acc. to approved WPS.(yard responsibility).All

field welding is subject to class approval prior to start welding.

4. Davit remote control to be placed by yard. Control system must be located

such that the operator has clear view to the rescue boat during all movements.

5. Starter cabinet to be placed by yard
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Moment

(kNm)

 FX FY FZ MX MY MZ

F1 -102 95 8 -14 -10 0

F2 170 123 1 0 0 0

F3 0 50 0 0 0 0

F4 0 20 0 0 0 0
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Deck edge

No weld

Hydraulic accumulator

for emergency operation


